
MIL-DTL-83734G
AMENDMENT 1
8 January 1999

DETAIL SPECIFICATION SHEET

SOCKETS, PLUG-IN ELECTRONIC COMPONENTS, DUAL-IN-LINE (DIPS)
AND SINGLE-IN-LINE PACKAGES (SIPS)

GENERAL SPECIFICATION FOR

This amendment forms part of MIL-DTL-83734G, dated 7 July 1998 and is approved
for use by all Departments and agencies of the Department of Defense.
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Under the Department of Defense, add:

“MIL-STD-790 - Reliability Assurance Program for Electronic Parts Specifications.”
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After 3.2.1, add the following:

“3.2.2  Reliability.  The contractors reliability program for assembled sockets and assembly
procedures shall meet the requirements of MIL-STD-790 with the exception that the failure reporting
period shall be 12 months in lieu of 6 months.”
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4.2.1 delete and substitute:

“4.2.1  Test equipment and inspection facilities.  Test and measuring equipment and inspection
facilities of sufficient accuracy, quality and quantity to permit performance of the required inspection are to
be established and maintained by the contractor.  The establishment and maintenance of a calibration
system to control the accuracy of the measuring and test equipment are to be in accordance with
ANSI\NCSL Z500-1-1990.”
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6.3.1, delete in its entirety.
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